NOTES:

- HOMEOWNER WILL OWN
AND MAINTAIN THE
GRINDER PUMP SYSTEM TO
POINT OF CONNECTION INTO

SEWER MAIN

- THE CONTRACTORIS
RESPONSIBLE FOR ESTABLISHING
FLOW AT THE PROPERTY LINE
SHUT OFF AND FINAL START UP OF
THE GRINDER PUMP

- ALL FITTINGS SHALL BE BRASS OR
STAINLESS STEEL

- ALL SANITARY SEWER LINES

SHALL BE AT

A DEPTH OF 5' OR

GREATER. IF LESS THAN 5' LINE
SHALL BE INSULATED.

- THE SEWER LATERAL SHALL BE

LAID AT A UNIFORM GRADE OF },
INCH PER FOOT (ABOUT 2%)

- CONTROL PANEL WITH VISUAL
AND AUDIBLE ALARMS SHALL
ONLY HAVE BOTTOM
PENETRATIONS

- CONTROL PANEL SHALL BE AT A
MINIMUM OF 36" ABOVE GRADE

1-1/4" SDR 7,9 OR 11
WITH HORIZONTAL SLACK

£

—=—— 5' MAX. TO CURB BOX——#=—

GRINDER PUMP SHALL BE AT LEAST

—— —_—

10' FROM BUILDING FOUNDATION

CONTROL PANEL
WITH VISUAL AND
AUDIBLE ALARMS

CLEAN OUT

]

LECTRIC LINE SHALL BE RUN
CONTINUOUSLY THROUGH CONDUIT OR
SHALL HAVE FROST LOOPS (AS SHOWN)

BASEMENT

o

GRINDER

" GRAVITY CONNECTION LINE AND
FITTINGS SHALL BE SDR 21 OR 26 WITH 6"
STONE BEDDING
(6" FOR COMMERCIAL INSTALLATION)

RIDER PUMP SHALL BE ENCASED IN CONCRETE
* SEE GRINDER PUMP INSTALLATION MANUAL FOR CORRECT BALLAST

12" CRUSHED STONE

PUMP

NOT TO SCALE

SARATOGA COUNTY SEWER DISTRICT #1
RESERVES THE RIGHT, AT OUR DISCRETION, TO
CHANGE, MODIFY, ADD OR REMOVE PORTIONS
OF THESE DETAIL SPEC'S AT ANY TIME
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